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Film Viewer & Densitometer Bargain List

$350 LCNDT FV-2009

SN: 091227
Condition: Film Viewer
Fair Includes Mask, Foot Petal

Window Size: 2.4" x 8" (60mm x 200mm)
Maximum Brightness: 103,000 Cd/m?2

$300 LCNDT FV-2009

SN: 092071
Condition: Film Viewer
Fair No Accessories

Window Size: 2.4" x 8" (60mm x 200mm)
Maximum Brightness: 103,000 Cd/m?2

Phone: 913-685-0675 sales@ndtsupply.com
Fax: 913-685-1125 www.ndtsupply.com
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$375 LCNDT FV-2009

SN: 092305
Condition: Film Viewer
Fair No Accessories

Window Size: 2.4" x 8" (60mm x 200mm)
Maximum Brightness: 103,000 Cd/m2

51,150 LCNDT FV-2009T
SN: 095120
Condition: Film Viewer
GOOd No Accessories

Window Size: 2.5” x 8” (60mm x 200mm)
Maximum Brightness: 120,000 Cd/m?2

Includes Built in Densitometer

Phone: 913-685-0675 sales@ndtsupply.com
Fax: 913-685-1125 www.ndtsupply.com
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$1,995  LCNDT FV-2010T
SN: 101353
Condition: Film Viewer
Like New | runkit

Window Size: 15.8" x 4" (400 x 100 mm)
Maximum Brightness: 130,000 Cd/m2

Includes Built in Densitometer

Call for  Cassia DL-2410A
Price SN: 33217041901

Film Viewer

Cond Iition: New, Slightly Damaged Case and Bent

Mask
New *

Window Size: 8.66” x 3.93” (22cm x 10cm)
Maximum Brightness: 300,000Cd/m?2

$1432  LCNDT DT-300
SN: 300163
Condition: Benchtop Densitometer

Almost

New ,
Measuring Ranges:
Condition  0.0-5.0D (2mm & 3mm apertures)
0.0-4.0D (1mm aperture)
High Accuracy: £0.02D

a few scratches, no box

Phone: 913-685-0675 sales@ndtsupply.com
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$1600 LCNDT DT-300

SN: 300639
Condition: Benchtop Densitometer

New

Minor cosmetic blemish on outer edge of
table

Measuring Ranges:

0.0 - 5.0D (2mm & 3mm apertures)
0.0-4.0D (1mm aperture)

High Accuracy: £0.02D
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